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CONDENSER KIT
026665

No.

1.
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.

QTY.

1
8
8
2
8
4
4
1
1
1
1

PART No.

03764-VUC
18260-VUB
18249-VUB
18610-VUB
18125-VUB
18148-VUB
18308-VUB
644676-PCA
644678-PCA
644677-PCA
644679-PCA

DESCRIPTION

SUPER FLOW CONDENSER 14 x 18
10-24 NUT w/STAR WASHER
10-24 x 3/8” PH PAN HEAD SCREW
5/16 LOCKWASHER
.250 ID x .750 OD FLAT WASHER
5/16 HEX NUT
5/16 x 1” HEX BOLT
62-67 NOVA TOP PS COND BRKT ASM
62-67 NOVA TOP DS COND BRKT ASM
62-67 NOVA BOTTOM PS COND BRKT ASM
62-67 NOVA BOTTOM DS COND BRKT ASM

**BEFORE BEGINNING INSTALLATION OPEN ALL PACKAGES AND CHECK CONTENTS OF SHIPMENT
PLEASE REPORT ANY SHORTAGES DIRECTLY TO VINTAGE AIR WITHIN 15 DAYS. AFTER 15 DAYS,
VINTAGE AIR WILL NOT BE RESPONSIBLE FOR MISSING OR DAMAGED ITEMS.
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DRIVER SIDEPASSENGER SIDE

10 ½”

23 ⅛”

20 ½”

15”

1966-67 NOVA

IMPORTANT NOTICE-PLEASE READ

THIS KIT WAS DEVELOPED BASED ON THE MEASUREMENTS BELOW, WHICH WERE TAKEN
FROM A 1967 NOVA WITH FACTORY AIR CORE SUPPORT.

REMOVE HOOD LATCH ASSEMBLY FROM THE GRILLE/CORE SUPPORT.
PLACE THE HOOD LATCH ASSEMBLY IN A BENCH VISE AS SHOWN BELOW.
PLACING YOUR  HANDS ON THE TOP OF HOOD LATCH ASSEMBLY,  PULL FORWARD AS SHOWN (APPROX. 30°)
RE-INSTALL HOOD LATCH ASSEMBLY. 

HOOD LATCH MODIFICATION 66 NOVA ONLY

HOOD LATCH
ASSEMBLY

BENCH VISE

HOOD LATCH
ASSEMBLY

BEFORE AFTERSIDE VIEW

FIGU
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DRIVER SIDEPASSENGER SIDE

15”

21”

1962-65 NOVA

IMPORTANT NOTICE-PLEASE READ

THIS KIT WAS DEVELOPED BASED ON THE MEASUREMENTS BELOW, WHICH WERE TAKEN
FROM A 1964 NOVA WITHOUT AIR CORE SUPPORT.
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INSTALL CONDENSER MOUNTING BRACKET ON TO CONDENSER USING (8) 10-24 x 3/8 PAN HEAD SCREWS 
AND (8) 10-24 NUTS WITH STAR WASHERS.

   

(8) 10-24 x 3/8
PAN HEAD

SCREW

#6 FITTING

644676-PCA
TOP PS

CONDENSER BRKT

644678-PCA
TOP DS

CONDENSER BRKT

644679-PCA
BOTTOM DS

CONDENSER BRKT

644677-PCA
BOTTOM PS

CONDENSER BRKT

(8) 10-24 NUT
w/ STAR WASHER

MOUNTING BRACKET INSTALLATION

BACK VIEW

CONDENSER INSTALLATION
REMOVE HOOD LATCH ASSEMBLY FROM THE GRILLE/CORE SUPPORT.
DRAIN RADIATOR.
REMOVE FAN, BELTS, UPPER AND LOWER RADIATOR HOSES.
REMOVE RADIATOR.
REMOVE OEM CONDENSER AND LINES IF EQUIPPED WITH FACTORY AIR. REMOVE OEM
GROMMET IN CORE SUPPORT.
USE A 7/16” DRILL BIT TO ENLARGE THE TWO 
DRIVER SIDE OEM RADIATOR MOUNTING HOLES. 
INSTALL CONDENSER ON THE BACK SIDE OF 
THE CORE SUPPORT AS SHOWN.
ALIGN CONDENSER MOUNTING BRACKETS
WITH OEM SLOTS IN CORE SUPPORT. 

(2) 5/16 x 1”
HEX BOLT

(2) LOCK

ENLARGE
TO ⁄”

ENLARGE
TO ⁄”

WASHER
(2) 5/16”

(2) 5/16 x 1”
HEX BOLT w/ (4)
FLAT WASHERS 

AND NUTS
HEX NUT

RE
 5

66-67 CORE 
SUPPORT SHOWN

WITH CONDENSER BRACKETS ALIGNED, SECURE
THE DRIVER SIDE OF CONDENSER TO THE CORE
SUPPORT USING (2) 5/16” x 1” HEX BOLTS WITH
(4) FLAT WASHERS, (2) LOCK WASHER AND 
(2) 5/16 HEX NUTS. 
TEMPORARILY ATTACH THE PASSENGER SIDE
OF THE CONDENSER TO THE CORE SUPPORT
USING (2) 5/16” x 1” HEX BOLTS WITH FLAT 
WASHERS AND (2) 5/16 HEX NUTS AS OEM
BOLTS WILL BE USED LATER TO INSTALL
THE RADIATOR.

(4) FLAT
WASHER
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CONDENSER KIT
026665

No.

1.
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.

QTY.

1
8
8
2
8
4
4
1
1
1
1

PART No.

03764-VUC
18260-VUB
18249-VUB
18610-VUB
18125-VUB
18148-VUB
18308-VUB
644676-PCA
644678-PCA
644677-PCA
644679-PCA

DESCRIPTION

SUPER FLOW CONDENSER 14 x 18
10-24 NUT w/STAR WASHER
10-24 x 3/8” PH PAN HEAD SCREW
5/16 LOCKWASHER
.250 ID x .750 OD FLAT WASHER
5/16 HEX NUT
5/16 x 1” HEX BOLT
62-67 NOVA TOP PS COND BRKT 
62-67 NOVA TOP DS COND BRKT
62-67 NOVA BOTTOM PS COND BRKT
62-67 NOVA BOTTOM DS COND BRKT

CHECKED BY:
PACKED BY:

DATE:
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