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** BEFORE BEGINNING INSTALLATION OPEN ALL PACKAGES AND CHECK CONTENTS OF SHIPMENT.
    PLEASE REPORT ANY SHORTAGES DIRECTLY TO VINTAGE AIR WITHIN 15 DAYS.  AFTER 15 DAYS,
    VINTAGE AIR WILL NOT BE RESPONSIBLE FOR MISSING OR DAMAGED ITEMS. 

  ((115511559933--SSSSAA))  PPAACCKKIINNGG  LLIISSTT    

No.    QTY.     PART No.             DESCRIPTION                                    

1.
2.
3.
4.

1
1
1
1

COMPRESSOR MOUNTING BRKT
IDLER PULLEY MOUNTING BRKT w/ PS
HARDWARE KIT
259-289 CRANKSHAFT PULLEY KIT

  SSTTUUDDEEBBAAKKEERR  225599--228899  VV88  ww//PPOOWWEERR  SSTTEEEERRIINNGG  
CCOOMMPPRREESSSSOORR  BBRRAACCKKEETT  ((PPAASSSSEENNGGEERR  SSIIDDEE))

ww//  CCRRAANNKKSSHHAAFFTT  PPUULLLLEEYY  

1 2
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151000-SSR
156001-SSR
191002-HSA
735055-CSA
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CCOOMMPPRREESSSSOORR  MMOOUUNNTTIINNGG  BBRRAACCKKEETT  IINNSSTTAALLLLAATTIIOONN  

INSTALLATION INSTRUCTIONS 

 REMOVE THE (FRONT) THERMOSTAT HOUSING BOLT AND THE INTAKE BOLT (DISCARD).  SEE FIGURE 1 BELOW.  
INSTALL COMPRESSOR MOUNTING BRACKET TO THE PASSENGER SIDE OF WATER PUMP USING (3) 5/16 x 2” 
BOLTS WITH LOCK-WASHERS.  SEE FIGURE 1 BELOW.
SECURE DRIVER SIDE OF BRACKET USING A 1/8” SPACER (62 1/2-64 MODEL)/1/4” SPACER (55-62 MODEL) BETWEEN 
THE THERMOSTAT HOUSING AND THE UPPER MOUNTING TAB OF COMPRESSOR BRACKET WITH A 5/16 x 1 1/2” 
BOLT AND LOCK-WASHER.  SEE FIGURE 1 BELOW. 
PLACE A 3/8” SPACER (55-62 MODEL)/5/8” SPACER (63-64 MODEL) BETWEEN THE INTAKE AND THE LOWER 
MOUNTING TAB OF COMPRESSOR MOUNTING BRACKET, AND SECURE WITH A 5/16 x 1 3/4” BOLT AND
 LOCK-WASHER.  SEE FIGURE 1 BELOW. 

 REMOVE THE (3) PASSENGER SIDE WATER PUMP MOUNTING BOLTS, TWO UPPER AND ONE LOWER (DISCARD). 
 REMOVE GENERATOR ADJUSTMENT BRACKET (RETAIN BRACKET AND HARDWARE). SEE FIGURE 1 BELOW.

5/16 x 2” BOLT
w/ LOCK-WASHER

5/16 x 1 1/2” BOLT
w/ LOCK-WASHERREMOVE

(DISCARD)

NOTE:
NOTE:

REMOVE
(DISCARD)

REMOVE
(RETAIN)

5/16 x 1 3/4” BOLT
w/ LOCK-WASHER

1/8” SPACER (62 ½-64 MODEL)
3/8” SPACER (55-62 MODEL)
5/8” SPACER (63-64 MODEL)

1/4” SPACER (55-62 MODEL)

       NOTE: ASSEMBLE ALL BRACKETS LOOSELY TO ENGINE, BEFORE TIGHTENING BOLTS,
                 THIS WILL INSURE PROPER ALIGNMENT OF ALL BRACKETS.

FIGURE 1

FIGURE 1a

       NOTE: 55-62 MODELS WITH PARTIAL OIL FILTER ON PASS. SIDE MUST BE RELOCATED TO
                   DRIVER SIDE.  SEE FIG. 1a BELOW

       NOTE: 55-62 MODELS WITH PARTIAL OIL
                  FILTER ON PASS. SIDE MUST BE 

                   RELOCATED TO DRIVER SIDE.  
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3/8 x 1 1/2” BOLT

 1/4” 
SPACER

3/8 x 1 1/2” 
BOLT

3/8 x 1 3/4” BOLT

3/8” 
LOCK-WASHER

& NUT

3/8” LOCK-WASHER
& NUT

3/8” 
LOCK-WASHER

& NUT

 USE (3) 3/8” x 1 1/2” BOLT, LOCK-WASHER AND NUT TO ATTACH COMPRESSOR TO MOUNTING
 BRACKET.  (NOTE: INSTALL (4) 1/4” SPACERS BETWEEN COMPRESSOR MOUNTING TABS AND THE FRONT
 SIDE OF COMPRESSOR MOUNTING BRACKET.)  SEE FIG. 2 BELOW

 USE (1) 3/8” x 1 1/2” BOLT, LOCK-WASHER AND NUT TO ATTACH THE O.E.M GENERATOR ADJUSTMENT 
 BRACKET TO THE COMPRESSOR BRACKET.  FIGURE 2 BELOW.

COMPRESSOR INSTALLATION
   NOTE: MUST USE REAR EXIT COMPRESSOR

FIGURE 2

3/8 x 1 1/2” 
BOLT

O.E.M
BRACKET &
HARDWARE

RREEAARR  EEXXIITT  CCOOMMPPRREESSSSOORR
CC OO MMPPRREESSSSOO RRSS  AARREE

FFAACC TTOO RRYY  CC HHAARRGG EEDD  ww//  OO IILL  
((DDOO   NNOO TT  AADDDD  AADDDDIITTIIOO NNAALL  OO IILL))

CC EENNTTEERR  LLIINNEE
OO IILL  PPLLUUGG RREEAARR  EEXXIITT  

CCOOMMPPRREESSSSOORR

WE RECOMMEND A BELT LENGTH  
OF 54”.  HOWEVER, THIS CAN VARY 

WITH THE DIAMETER OF YOUR 
WATER PUMP & CRANKSHAFT PULLEYS. 

 1/4” 
SPACER

 1/4” 
SPACER

11..    DDOO  NNOOTT  CCOONNNNEECCTT  CCOOMMPPRREESSSSOORR  CCLLUUTTCCHH  WWIIRREE  UUNNTTIILL  SSYYSSTTEEMM  IISS  BBEEIINNGG
          CCHHAARRGGEEDD  WWIITTHH  RREEFFRRIIGGEERRAANNTT..    RRUUNNNNIINNGG  CCOOMMPPRREESSSSOORR  WWIITTHHOOUUTT  RREEFFRRIIGGEERRAANNTT
          CCHHAARRGGEE  WWIILLLL  RREESSUULLTT  IINN  CCOOMMPPRREESSSSOORR  FFAAIILLUURREE..
22..    VVIINNTTAAGGEE  AAIIRR  RREECCOOMMMMEENNDDSS  OONNLLYY  DDAAYYCCOO,,  GGAATTEESS,,  OORR  GGOOOODDYYEEAARR  BBRRAANNDD
          RREEIINNFFOORRCCEEDD  SSEERRIIEESS  1177  VV  BBEELLTT  BBEE  UUSSEEDD  WWIITTHH  TTHHIISS  CCOOMMPPRREESSSSOORR..    AANNYY  UUSSEE  OOFF
          LLEESSSSEERR  QQUUAALLIITTYY  BBEELLTTSS  MMAAYY  CCAAUUSSEE  CCOOMMPPRREESSSSOORR  TTOO  PPEERRFFOORRMM  IIMMPPRROOPPEERRLLYY..

NNOOTTEE::    FFAAIILLUURREE  TTOO  FFOOLLLLOOWW  TTHHEESSEE  PPRROOCCEEDDUURREESS  VVOOIIDDSS  AALLLL  WWAARRRRAANNTTIIEESS..    

IMPORTANT NOTICE

.
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IIDDLLEERR  PPUULLLLEEYY  &&    BBRRAACCKKEETT  IINNSSTTAALLLLAATTIIOONN  
INSTALL THE 1 3/4” IDLER ECCENTRIC TO THE IDLER PULLEY BRACKET USING THE 1/2” x 1 1/4” S.A.E BOLT AND 
LOCK-WASHER. SEE FIGURE 3 BELOW

INSTALL IDLER PULLEY USING THE STANDARD SHOULDER BOLT.  SEE FIGURE 3 BELOW

SECURE THE TOP PORTION OF THE BRACKET TO THE THERMOSTAT HOUSING USING A 5/16 x 1 1/2” BOLT
AND LOCK-WASHER.  SEE FIGURE 4 BELOW. 

 REMOVE THE (2) DRIVER SIDE WATER PUMP MOUNTING BOLTS, AND THE THERMOSTAT HOUSING BOLT. 
 SEE FIGURE 3, BELOW

 INSTALL THE IDLER PULLEY MOUNTING BRACKET USING A 5/16 x 4” BOLT, LOCK-WASHER, AND SPACERS
 THRU THE UPPER MOUNTING HOLE. SEE FIGURE 4 BELOW.  INSTALL THE 5/16 x 3 3/4” BOLT, LOCK-WASHER, 
 AND SPACERS THRU THE LOWER MOUNTING HOLE.  SEE FIGURE 4 BELOW. 
  

1/2” x 1 1/4” S.A.E BOLT
w/ LOCK-WASHER

STD. 
SHOULDER

 BOLT

REMOVE
(DISCARD)

POWER
STEERING

PUMP

POWER
STEERING

PUMP

IDLER
 PULLEY

1 3/4” IDLER 
ECCENTRIC

IDLER PULLEY
MOUNTING BRACKET

FIGURE 3

5/16 ” x  1 1/2”  BOLT
w/ LOCK-WASHER

3/4” SPACER
5/8” SPACER

1 1/8” SPACER
3/4” SPACER

WATER 
PUMP

5/16 ” x  4”
  BOLT w/ 

LOCK-WASHER

5/16 ” x  3 3/4”
  BOLT w/ 

LOCK-WASHER

1. CRANK, IDLER & COMPRESSOR
2. CRANK & POWER STEERING
3. CRANK, FAN, & ALTERNATOR

CRANK PULLEY GROOVES

C/S

W/P P/S

COMP

ALT

IDLER

1 2 3
FIGURE 4

. 

. 

. 
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  SSTTUUDDEEBBAAKKEERR  CCOOMMPPRREESSSSOORR  BBRRAACCKKEETT  

REMOVE THE 11/16 CRANKSHAFT BOLT FROM VIBRATION DAMPER AND PULLEY ASSEMBLY AND DISCARD.
(NOTE: RETAIN OEM WASHER.)

USING A UNIVERSAL PULLER, REMOVE THE VIBRATION DAMPER AND PULLEY ASSEMBLY.

REMOVE THE (6) OEM BOLTS, WASHERS AND NUTS WHICH SECURE THE PULLEY TO THE VIBRATION DAMPER
ASSEMBLY.  (DISCARD OEM HARDWARE)

ALIGN THE BOLT PATTERNS AND INSTALL THE 2-GROOVE PULLEY IN FRONT OF THE OEM CRANK PULLEY.

USE (6) 5/16-18 x 2” BOLTS WITH NUTS AND WASHERS TO SECURE THE PULLEYS TO THE VIBRATION DAMPER
ASSEMBLY. (TORQUE TO 13-17 ft lbs)

INSTALL THE VIBRATION DAMPER AND PULLEY 
ASSEMBLY TO THE CRANKSHAFT USING THE
11/16-16 x 2” BOLT AND OEM WASHER.
(TORQUE TO 130-140 ft lbs)

CRANK PULLEY REMOVAL AND INSTALLATION

11/16 BOLT

901593-SSA REV C 08/19/26 STUDEBAKER w/ PS COMP BRKT INSTRUCTIONS PG 7 OF 8  

 VIBRATION DAMPER AND
PULLEY ASSEMBLY

(6) 5/16-18 x 2”
HEX BOLTS

(6) 5/16-18 HEX NUTS
& LOCKWASHERS 2-GROOVE

PULLEY

 OEM WASHER

11/16-16 x 2” 
BOLT 
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No.    QTY.     PART No.             DESCRIPTION                                    CHECK  LIST

CHECKED BY:
PACKED BY:

DATE:

1.
2.
3.
4.

1
1
1
1

COMPRESSOR MOUNTING BRKT
IDLER PULLEY MOUNTING BRKT w/ PS
HARDWARE KIT
259-289 CRANKSHAFT PULLEY KIT
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151000-SSR
156001-SSR
191002-HSA
735055-CSA
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Packing List: 
Studebaker 259-289 V8 

with Power Steering
Compressor Bracket 

Hardware Kit (191002-HSA)

31

9

4

14

1815 1916 20 21

10 13

17

11 128

75 62

NOTE: Images may not depict actual parts and quantities.
           Refer to packing list for actual parts and quantities.

No. Qty. Part No. Description
1. 5 18201-VUB Spacer, .750” OD x .406” ID x .250” Length
2. 2 18153-VUB Spacer, .750” OD x .406” ID x .625” Length
3. 8 18610-VUB Lock Washer, 5/16”
4. 2 18310-VUB Bolt, 5/16-18 x 1 1/2”, Hex
5. 1 18312-VUB Bolt, 5/16-18 x 1 3/4”, Hex
6. 3 18612-VUB Bolt, 5/16-18 x 2”, Hex
7. 1 184004-VUB Bolt, 5/16-18 x 4”, Hex
8. 1 184375-VUB Bolt, 5/16-18 x 3 3/4”, Hex
9. 1 18362-VUB Bolt, 3/8-16 x 1 3/4”, Hex

10. 4 18030-VUB Lock Washer, 3/8”
11. 4 18154-VUB Nut, 3/8-16, Hex
12. 1 18200-VUB Spacer, .750” OD x .406” ID x .125” Length
13. 1 18202-VUB Spacer, .750” OD x .406” ID x .375” Length
14. 1 18070-VUB Bolt, Standard Shoulder
15. 1 736002 Idler Pulley
16. 1 738001-IUR Idler Eccentric, 1 1/2”
17. 1 18046-VUB Bolt, 1/2-20 x 1 1/4”, Hex
18. 1 18032-VUB Lock Washer, 1/2”
19. 3 18361-VUB Bolt, 3/8-16 x 1 1/2”, Hex
20. 2 18210-VUB Spacer, .750” OD x .406” ID x .750” Length
21. 1 18022-VUB Spacer, .750” OD x .406” ID x 1.125” Length

Checked By:
Packed By:

Date:




