
AIR CONDITIONING/
ALTERNATOR 
BRACKET KIT

For
Chevy “6’s”

‘53-’62
(216,235,261 eng.)

3/8” Belt Only

Uses GM Alternator/Sanden SD 508 Compressor

(2) Thermostat housing parts
(6) 3/8” x 1 ½” USS cap screws
(3) 3/8” lock washers

(1) 3/8” x 3 1/4” USS cap screws
(4) USS Nyloc nuts

Use (2) 1 ½” bolts/lock lock washers at therm. hsg. thru
gaskets and new atl. bracket. Use (1) 1 ½” thru 
compressor adjustment strap in top waterpump hole.
Use remaining (3) 1 ½”at compressor, with Nyloc nuts:
(2) thru bracket and (1) thru triangular tab behind corner
opposite the bracket. 3 1/4” bolt and Nyloc nut for alternator
to bracket. Do not overtighten.

(2) 5/16” x 1” USS cap screws
(2) 5/16” Lock washers
(2) 5/16” SAE flat washers ( Use one thru comp. strap
slot and alternator strap round hole, into threaded tab
hole. Use one thru alternator strap slot.

SPECIAL NOTE: Compressor should be out toward end 
of its slot for alternator to have proper adj. travel set each
in desired position, and measure for fan belt length, with 
tape around outside of pulleys.

AC/Alt. belt goes on first in back groove.
Crank belt runs w-pump, compressor front groove (as
shown).
 


	Page 1

