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Additional Info: Please Read Before Beginning
•

•
•

•

•

• 

The compressor adapter kit is not intended to be used with an OEM A/C system and is only designed to 
work with Vintage Air systems.
Before disconnecting any A/C compressor lines, ensure the system is properly evacuated.
The compressor is grounded through the bracket and into the engine, therefore, it is important to have 
a good connection. A separate ground wire may also be run to ensure good continuity.
Vintage Air recommends using only Dayco, Gates or Goodyear brand reinforced belts with this 
compressor bracket kit.
These instructions are based on a 1979-1982 Ford Mustang using Ford bracket #D9ZH-19D624-AB, 
with a York compressor. There may be minor differences present on different vehicles.
This bracket requires a 7B10 serpentine belt compressor (Vintage Air Part # 046768-MTR Standard 
finish, 046769-MTQ Polished finish, or 046770 Chrome finish).
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Packing List: 
Compressor Bracket Kit (158112)

  No. 
1.
2.

Qty.
1
1

Part No.
158111
191148

Description
Bracket Assembly
Hardware Kit

NOTE: Images may not depict actual parts and quantities.
           Refer to packing list for actual parts and quantities.

** Before beginning installation, open all packages and check contents of shipment.
     Please report any shortages directly to Vintage Air within 15 days. After 15 days,
     Vintage Air will not be responsible for missing or damaged items.
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Bracket Removal

NOTE: Before starting the installation, check the function of the vehicle (horn, lights, etc.), for proper 
operation, study the instructions, illustrations, photos and diagrams. Retain OEM bolts, washers and 
nuts, as some hardware will be reused.
Perform the Following:

NOTE: Removal of A/C side bracket is optional. Follow Steps 6-10 for removal of bracket.

1.
2.
3.
4.
5.

6.
7.
8.
9.

10.

Disconnect the battery.
Evacuate the old system.
Disconnect the A/C lines from the compressor and unplug the wiring for the compressor clutch.
Using a pry-bar, rotate the tensioner pulley arm counter-clockwise and remove the belt.
Remove the (2) bolts that hold the compressor to the side mounting bracket (See Photo 1, below). Remove 
the (4) bolts that hold the OEM compressor to the lower mounting bracket (See Photo 2, below). Remove the 
OEM compressor. NOTE: Photo 2, below, shows the compressor and bolts removed to illustrate the 
(4) mounting hole locations.

Remove the (2) nuts from the water pump studs (See Photo 2, below).
Remove the power steering pump bracket (See Photo 2, below).
Remove the A/C side bracket.
Reinstall the power steering bracket.
Install a .750” OD x .406” ID x .188” length spacer onto the right stud and replace the nut (See Photo 2, 
below).

Photo 1 Photo 2

Remove (2) bolts that 
hold OEM compressor to 
side mounting bracket

Left & Right      
Water Pump Studs .750” OD x .406” 

ID x .188 Length 
Spacer

(4) compressor bracket 
mounting holes

Remove power steering 
bracket to remove A/C 

side bracket
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Photo 1

Photo 2 Photo 3

Bracket Installation
1.

2.

3.
4.

Attach the compressor to the bracket assembly using (2) 5/16-18 x 1 1/4” hex bolts, a 5/16-18 x 1 3/4” hex 
bolt and (3) 5/16-18 locknuts (See Photo 1, below).
Install the bracket assembly onto the OEM mounting bracket using (4) 3/8-16 x 1 1/4” hex bolts, (4) 5/16” 
flat washers and (4) 3/8-16 serrated flange hex nuts (See Photos 2 and 3, below).
Install the new serpentine belt using the OEM tensioner.
Route the belts as shown in Factory Serpentine Belt Routing Diagram, Page 6.

Attach compressor to 
bracket assembly using a 
5/16-18 x 1 3/4” hex bolt

Install bracket assembly onto OEM mounting bracket 
using (2) 3/8-16 x 1 1/4” hex bolts, (2) 5/16” flat 
washers and (2) 3/8-16 serrated flange hex nuts

Install bracket assembly onto OEM mounting bracket 
using (2) 3/8-16 x 1 1/4” hex bolts, (2) 5/16” flat 
washers and (2) 3/8-16 serrated flange hex nuts

Attach 
compressor to 

bracket assembly 
using (2) 5/16-18 
x 1 1/4” hex bolts

(3) 5/16-18 
Locknuts
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Belt Routing Diagram

Water
Pump

Crankshaft

Smog
Pump

Compressor

Alternator

Tensioner

Power
Steering
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Do not connect compressor clutch wire until system is being charged with refrigerant. Since 
an A/C system relies on refrigerant to circulate lubricant, running the compressor without 
refrigerant may destroy the compressor and void the warranty.
Proper compressor orientation is important. Sanden compressors may be rotated from vertical 
(oil fill plug at top) up to 90˚ in either direction (See illustration, below).

Do not connect compressor clutch wire until system is being charged with refrigerant. Since 
an A/C system relies on refrigerant to circulate lubricant, running the compressor without 
refrigerant may destroy the compressor and void the warranty.
These compressors do not have an oil fill plug. Please reference the block fitting mount face for 
clocking range (See illustration, below).

NOTE: Failure to follow these procedures may void all warranties.

NOTE: Failure to follow these procedures may void all warranties.

Sanden 508 Style Compressors

Sanden 7B10 Style Compressors

Important Compressor Information
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Packing List: 
Compressor Bracket Kit (158112)

  No. 
1.
2.

Qty.
1
1

Part No.
158111
191148

Description
Bracket Assembly
Hardware Kit

Checked By:
Packed By:

Date:

NOTE: Images may not depict actual parts and quantities.
           Refer to packing list for actual parts and quantities.
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Packing List: 
1979-82 Ford Mustang 

7B10 Compressor Bracket 
Conversion Hardware Kit (191148)

  No. 
1.
2.
3.
4.
5.
6.
7.

Qty.
2
1
3
4
4
4
1

Part No.
183009-DSR
18312-VUB
18151-VUB
18360-VUB
18611-VUB
181560
182001

Description
Bolt, 5/16-18 x 1 1/4”, Hex 
Bolt, 5/16-18 x 1 3/4”, Hex
Locknut, 5/16-18
Bolt, 3/8-16 x 1 1/4”, Hex
Washer, 5/16”, Flat
Nut, 3/8-16, Serrated Flange Hex
Spacer, .750” OD x .406” ID x .188” Length

Checked By:
Packed By:

Date:

NOTE: Images may not depict actual parts and quantities.
           Refer to packing list for actual parts and quantities.


