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1970-72 Oldsmobile Cutlass

Control Panel Kit
(473076)

18865 Goll St. San Antonio, TX 78266
Phone: 800-862-6658

Sales: sales@vintageair.com
Tech Support: tech@vintageair.com

\ www.vintageair.com /
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Packing List:
Control Panel Kit (473076)

www.vintageair.com

(No. Qty. Part No. Description \
1. 1 473077 Control Panel Assembly
2. 1 232007-VUR Control Harness, Gen 1V/Gen 5 Universal

** Before beginning installation, open all packages and check contents of shipment.
Please report any shortages directly to Vintage Air within 15 days. After 15 days,
Vintage Air will not be responsible for missing or damaged items. )

NOTE: Images may not depict actual parts and quantities.
Refer to packing list for actual parts and quantities.
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www.vintageair.com OEM Control Panel Removal

Perform the following:
1. Disconnect the battery ground cable.

2. Disconnect all wires and cables from the control panel. NOTE: When using a Vintage Air supplied
control panel, connect the 20 AWG tan wire from the Gen IV wiring harness (232010) or Gen 5
wiring diagram (231505) to the factory dash lights to enable panel backlighting.

3. Remove the control panel from the dash by removing (3) OEM screws.

AIR CONDITIONING "
EAT DEF VENT NORMAL MAX o
— |
L WARM o
‘ﬂ L
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Control Panel &
Control Harness Installation

1. Install the control panel assembly into the OEM mounting location. NOTE: Take care not to scuff the
control panel face during installation (See Figure 1, below).

2.The control panel face is intended to position just shy of flush of the instrument panel.

3. Plug the control panel harness into the ECU as shown in Figure 2, below. Plug the opposite end of the
harness into the control panel PC board as shown in Figure 2, below.

www.vintageair.com

Dash
Side View

OEM Control
Panel Mounting

Location @

Control Panel
Assembly
473077

NOTE: ECU module located
on evaporator sub case. ==

NOTE: When using a Vintage
Air supplied control panel,
connect the 20 AWG tan
wire from the Gen 1V wiring
harness (232010) or Gen

5 wiring harness (231505)
to the factory dash lights to
enable panel backlighting.

Universal
Control Harness
232007-VUR

Plug from
Wiring Harness
232010
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www.vintageair.com

Gen IV Wiring Diagram

232007-VUR

TAN

ORA

BLK

WHT

RED

WHT/RED o

WHT/YEL

WHT/GRN [

AC ANNUNCIATOR
BACKLIGHT POS
BACKLIGHT NEG
GND

5V-SW

TEMP WIPER

MODE WIPER

FAN WIPER

VIEWED FROM WIRE SIDE PRE-WIRED
232002-VUA [ GEN "ER B
= RED - GE IV ECU O = GRN STEPPER
WHT/BLU A/C = YEL DASH/FLOOR
WHT | (IF USED) m3| [~ BLU
ndl = GRN
= BLK. I
RED vy ke
WHT/RED || TEMP __ o =
. WHT 1 O O = GRN STEPPER
T = YEL DEFROST/PLENUM
RED o ma =] BLU
- WHT/YEL ] GRN
E o WHT | MODE B T ||
E ° L RED_____ £ npe RED
WHT/GRN_ FAl AN P RN STEPPER
wm:g;gcgh,\ WHT nl GRY O O O = SELx TEMPERATURE BLEND
— RED < s |- BLU
PROGRAM o[ E GRN
N/A YEL/BLK BLU BLK
* DASH LAMP ML oo —
- GRY Mo
(IF USED) | TAN - g
N VIO " =1
*** WIDE OPEN ORA " mé || | NoruseD
*— g5 VIEWED FROM —
T?\;RVIOTEHLE No M7 WIRE SIDE 2
(OPTIONAL) TOM T
M2 E
BLK
WHT
VIO EVAPORATOR
RN TEMPERATURE
E SENSOR
BAT
IGNITION _
SWITCH +12v @)
. J
RED l—Hﬁn 1 ORA
WHT | WHT | GRY
LT
[O\ RED
RED. RED
o & ! @
o7 =
** CIRCUIT % o BLOWER MOTOR
= 4
1 YEL
— T BREAKER 86 g 85 12
BATTERY 30 AMP =
COMPRESSOR
RELAY GRN
RED
BLU BLU
BINARY HEATER
OR TRINARY
SAFETY CONTROL VALVE
SWITCH

| =cHassis
NOTE: % GROUND

= Dash lamp is used only with type 232007-VUR harness.

=» Warning: Always mount circuit breaker as close to the battery as possible. (NOTE: Wire between
battery and circuit breaker is unprotected and should be carefully routed to avoid a short

circuit).

=~*x Wide open throttle switch contacts close only at full throttle, which disables A/C

compressor.

6
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www.vintageair.com Gen 5 Wiring Diagram

232007-YUR

AC ANNUNCIATOR
BACKLIGHT POS
BACKLIGHT NEG
GND
5V-SW
TEMP WIPER
MODE WIPER
. FAN WIPER
f
.
|
' VIEWED FROM WIRE SIDE PRE-WIRED
E r '_1 RED.
' 232002-VUA <€D _ GEN 5 ECU O [ RN STEPPER
' whiao F A/C pu YEL DASH/FLOOR
' WHT F| (IF USED) M3 ZL/_
. _ = BLK I
| RED vy Cl T
' WHT/RED | TEMP o] RED =
1 WHT =1
JF8 = RN STEPPER
i el — OO0 |4 T DEFROST/PLENUM
: RED 7 IM4 || BLU
' < WHIYEL | MODE ] GRN
besooe- E 1] | WHT v = BLK L
. nd uks
! E :-_l RED o <] RED
' WHT/GRN __ —] . GRN STEPPER
' FAN
! wm&g;g@w WHT ndl GRY O O O = YEL TEMPERATURE BLEND
: L RED . IM5 (| BLU
: PROGRAMQ o oo [~ T
1 BLU BLK
| Ll e
; DASH LAMP * — e —
' (IF USED) | N e =
' wor | VIO o |
. ne PINK - e |[= [ noT usep
! WIDE OPEN ** o |— > VIEWED FROM o
! THROTTLE M9 WIRE SIDE -
' SWITCH com L
| (OPTIONAL)
| B
' M2 ]E
| B
|
e T L e e “°T1°Ir BLK
M1 EB BLK
WHT
vo EVAPORATOR
RUN TEMPERATURE
IGNITION SENSOR
SWITCH BAT
FUSED + 12v O |
J
ORANGE l RED
WHT ! WHT BLACK
‘ORANGE,
GRN ( | ‘ 1
RED
RED " i
L 30
a AN —|] = H——
= 86 g7 85 BLOWER SPEED CONTROLLER
BATTERY COMPRESSOR TELLow (BSC) BLOWER MOTOR
RELAY VIOLET |
1 BLU BLU WHT
= BINARY
ORANGE OR TRINARY
SAFETY
SWITCH
= CHASSIS e g HEATER
NOTE: — S
GROUND CMPR = CONTROL VALVE

= Dash lamp (TAN wire) is used only with type 232007-VUR harness.
+«x Wide open throttle switch contacts close only at full throttle, which disables A/C compressor.
*x* |nstall fuse assemblies at or as near to the battery as possible.
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Operation of Controls

~

V.

On Gen 1V or Gen 5 systems with three lever/knob controls, the temperature control toggles between heat and A/C
operations. To activate A/C, move the temperature lever/knob all the way to cold and then back it off to the desired
vent temperature. For heat operation, move the temperature lever/knob all the way to hot and then adjust to the
desired vent temperature. The blower will momentarily change speed, each time you toggle in and out of heat and
A/C operations, to indicate the change.

N

8

( Blower Speed ) Mode Blower
This lever/knob controls Lever Speed
blower speed, from - c |
OFF to HI. emperature Contro OFF AIR CONDITIONING FAN HI’/
This lever/knob controls C 1 42?,”;’;’70[
Mode Control the temperature, DASH FLR DEF
This lever/knob controls from HOT to COLD. 1 ) AC
the mode positions, HOT coLD (@)
from DASH to FLOOR ¢ P
to DEFROST, with a = -
blend in between. emperature
\ J M
A/C Operation
(" Blower Speed Temperature Control h
Adjust to desired For A/C operation, adjust to orr AR CONDITIONING ..
speed. coldest position to engage c b QZ;W@?
Mode Control compressor (Adjust between DASH FLR e
Adjust to desired HOT and COLD to reach | ) AC
mode position desired temperature). HOT COLD o
(DASH position ¢ b
\_ recommended). )
Heat Operation
(- A%ipe?dd Temperature Control h
just to desire - - -
speed. For maximum h_egtlng. a.dJUSt OFF AIR CONDITIONING FAN HI
to hottest position (Adjust C I | Q%}Il/ﬂ@[}
Mode Control between HOT and COLD to DASH FIR DEF
Adjust to desired reach desired temperature). C LK ) AC
mode position ﬁ CoLD O
(FLOOR position )
\_ recommended). )
Defrost/De-fog Operation
(" Blower Speed Temperature Control )
Adjust to desired Adjust to desired ot AR CONDITIONING o
speed. temperature. p ) %ﬂ/ﬂ@[}
Mode Control DASH FLR DEF L
Adjust to DEFROST position for maximum defrost, or C | | AC
between FLOOR and DEFROST positions for a bi-level HOT coLp (@)
blend (Compressor is automatically engaged). i )
. J
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Packing List:
Control Panel Kit (473076)

(No. Qty. Part No. Description \
1. 1 473077 Control Panel Assembly
2. 1 232007-VUR Control Harness, Gen IV/Gen 5 Universal

Checked By:
Packed By:

Date: )

NOTE: Images may not depict actual parts and quantities.
Refer to packing list for actual parts and quantities.
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