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1968 Pontiac GTO

Control Panel Kit
(473249)

18865 Goll St. San Antonio, TX 78266
Phone: 800-862-6658
Sales: sales@vintageair.com
Tech Support: tech@vintageair.com
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904490 REV B 11/13/24, PG 1 OF 9




77//7@[ )

www.vintageair.com Tab I e Of CO nte ntS

L0 ) 1
JLEZ ] (o O e T o) = 0 P 2
Packing LiSt/Parts DiSCIaIMIEY. . .. ...ttt e e e ettt et ettt et e et e et e e e e aeeeaas 3
OEM Control PAnel REMOVAL. ...ttt ettt et et e aeeenes 4
Control Panel INStallation. .. ... .o ettt ettt ettt ettt e e e et aaas 5
(1= o T AV ALY T g T o I = To |- Un o 6
(€T oI STV T g g Te T TT= o | =1 o £ [ 7
(@] o= =\ 0] 8 I H 0 01 & 0] - 8
L= (o 2 o 1 9

\- /

2 904490 REV B 11/13/24, PG 2 OF 9




;/7//7(3[

www.vintageair.com

Packing List:
Control Panel Kit (473249)

~

(No. Qty. Part No. Description

~

1. 1 473252

Control Panel Assembly

2. 1 232007-VUR Control Harness, Universal

** Before beginning installation, open all packages and check contents of shipment.
Please report any shortages directly to Vintage Air within 15 days. After 15 days,
\ Vintage Air will not be responsible for missing or damaged items.

®

-

NOTE:

O

Images may not depict actual parts and quantities.
Refer to packing list for actual parts and quantities.

J

3

904490 REV B 11/13/24, PG 3 OF 9



;/7//7(3[

~

www.vintageair.com OEM Control Panel Removal

Perform the Following:

1. Remove the OEM control panel from the dash housing by removing the (3) mounting screws as shown in
Photos 1, 2 and 3, below (retain screws).

Remove (3) OEM
(OEM Control Panel ) Mounting Screws

Control Panel Removed

/
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Control Panel Installation

~

fl. Install the new Vintage Air control panel into the OEM position and secure it using the (3) OEM mounting \
screws (See Photos 1 and 2, below). NOTE: Position the control knobs as shown in Photo 1, below,
to insert the control panel into the dash opening. The control panel knobs have been pressed into
a position to clear the trim around the dash opening. Do not remove the control panel knobs so
proper positioning is maintained.
2. Plug the control panel harness connector into the ECU (See Photo 3, below). NOTE: The ECU module is
located on the evaporator sub case. When using a Vintage Air supplied control panel, connect
the tan wire from the Gen 1V evaporator wiring harness (232010) or the Gen 5 wiring harness
\ (231505) to the factory dash lights to enable panel back lighting.

Position Knobs

as Shown to
Install Panel

ECU Module

Control Panel ]
r

K[Harness Connecto

5

Secure Control Panel)
Using (3) OEM
Mounting Screws

Completed Control
Panel Installation

J
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9 Gen 1V Wiring Diagram
232007-VUR
AC ANNUNCIATOR
ORa BACKLIGHT POS
BLK BACKLIGHT NEG
‘;’EST GND
5V-SW
| WHT/RED ol Temp wiPER
WHT/YEL MODE WIPER
I WHT/GRN | eAN wiper
VIEWED FROM WIRE SIDE PRE-WIRED
232002-VUA [ ER
= RED - GEN IV ECU O = GRN STEPPER
WHT/BLU  —] A/C = YEL DASH/FLOOR
WHT | (IF USED) wE= BLU
- [od GRN
_ P BLK LI _
WHT/RED ad TEMP _ RED ]:I
™ WHT : O O = GRN STEPPER
Folot— _ = YEL DEFROST/PLENUM
)iD IM4 | [ BLU
o WHT/YEL Yy ]
E b I i r || MODE E BGS(N ]
=T — —
Lole o e = STEPPER
[od GRN
VIWEE;E?M WHT el FAN  cry O O O = YEL TEMPERATURE BLEND
- RED IM5 | | BLU
PROGRAMQ > ] GRN
VA e 1
* DASH LAMP | [ —
(IF USED) N - o
— NC VIO o o |
*** WIDE OPEN ORA " mé| [ | NoT useD
THROTTLE ;H_'NO o~ VIEWED FROM a
SWITCH o]
(OPTIONAL) TOM T
M8
[o]e IM2 ]
[o]e
E : H BLK
Ts M EB BLK
WHT n °
VIO EVAPORATOR
RUN TEMPERATURE
E SENSOR
BAT
IGNITION -
SWITCH +12v O
\. J
RED l—Hgn 1 ORA
WHT I WHT I GRY
J
/ O \ RED.
RED. IO @[ RED.
L@—l BSC @
** CIRCUIT 30 - ok BLOWER MOTOR
BREAKER _!]6 —1r YeL
- + 30 AMP £ BLK
BATTERY COMPRESSOR
RELAY f{g;
BLU BLU WHT
BINARY HEATER
OR TRINARY
SAFETY CONTROL VALVE
SWITCH
. = CHASSIS
NOTE: % GROUND CMPR
= Dash lamp is used only with type 232007-VUR harness.
= Warning: Always mount circuit breaker as close to the battery as possible. (NOTE: Wire between
battery and circuit breaker is unprotected and should be carefully routed to avoid a short
circuit).
*x* Wide open throttle switch contacts close only at full throttle, which disables A/C
compressor.

6
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**x* |nstall fuse assemblies at or as near to the battery as possible.

e

www.vintageair.com 1 H
Gen 5 Wiring Diagram
232007-VUR
AC ANNUNCIATOR
ORA BACKLIGHT POS
BLK BACKLIGHT NEG
WHT GND
RED 5V-SW
| WHT/RED 5| remp wiper
WHT/YEL MODE WIPER
- - WHT/GRN__ Tl FAN wiPER
! VIEWED FROM WIRE SIDE PRE-WIRED
. ( —— ) =
1 RED
| 232002-VUA GEN 5 ECU o B B
1 whe | A/C = YEL DASH/FLOOR
' WHT =1l (IF USED) M3 BGLRUN
. _ = BLK I
' RED o Ll
' WHT/RED | TEMP ape RED =
' Jr8 m Fol 00 4 RN STEPPER
' T = YEL DEFROST/PLENUM
: RED o1 M4 || BLU
! B WHTYEL 1| MODE B GRN /]
e a H J WHT vy ] BLK 1|
! E - RED oy 7] RED
! WHT/GRN [ = RN STEPPER
| V'Ev‘«AfEEDsF.RD?M WHT el FAN ey O O O = gﬂx TEMPERATURE BLEND
1 - RED o IM5 (| BLU
1 > GRN P GRN
| PROGRAMQ on o E o
; DASH LAMP * — e —
! (IF USED) | N e B
' wor | e VIO 3 B
: *% PINK IM6 [ NOT USED
! WIDE OPEN o |— 1 VIEWED FROM =1
' THROTTLE M9 WIRE SIDE -
' SWITCH com tle
| (OPTIONAL) 1
1 M8
. [e]o M2 ] o
i BB 5
B P --t4-t E : il BLK
o [e M1 EB BLK
WHT an
vio EVAPORATOR
RUN TEMPERATURE
IGNITION SENSOR
SWITCH BAT
FUSED + 12v O 1
\ J
ORANGE l RED
WHT ] JwHT BLACK
BLACK P GRN _” I
i
§ (10A FUSE) |
; ot _"30 H
i I . = [T
— Flexx  (30AFUSE) 86 87 85 BLOWER SPEED CONTROLLER
BATTERY (BSC) BLOWER MOTOR
CO"Q:E§$SOR YELLOW
VIOLET ]
. BLU BLU WHT.
= T BINARY
ORANGE T OR TRINARY
| SAFETY
i jm
. = CHASSIS . g HEATER
NOTE: % GROUND CMPR CONTROL VALVE
= Dash lamp (TAN wire) is used only with type 232007-VUR harness.
+«» Wide open throttle switch contacts close only at full throttle, which disables A/C compressor.
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Operation of Controls

On Gen IV or Gen 5 systems with three lever/knob controls, the temperature control toggles between heat and A/C
operations. To activate A/C, move the temperature lever/knob all the way to cold and then back it off to the desired
vent temperature. For heat operation, move the temperature lever/knob all the way to hot and then adjust to the
desired vent temperature. The blower will momentarily change speed, each time you toggle in and out of heat and
A/C operations, to indicate the change.

S

( Blower Speed )
This lever/knob controls Spee
blower speed, from Temperature
OFF to HI. Temperature Control Control
This lever/knob controls
- Mode Control the temperature,
This lever/knob controls from HOT to COLD.
the mode positions,
from DEFROST to FLOOR
to DASH, with a Viode
blend in between.
N J
A/C Operation
(" Blower Speed Temperature Control N
Adjust to desired For A/C operation, adjust to
speed. coldest position to engage
Mode Control compressor (Adjust between
Adjust to desired HOT and COLD to reach
mode position desired temperature).
(DASH position
\_ recommended). )
Heat Operation
( ?)L?)e_e‘jd Temperature Control )
Adjust to deswe For maximum heating, adjust
speed. to hottest position (Adjust
Mode Control between HOT and COLD to
Adjust to desired reach desired temperature).
mode position
(FLOOR position
recommended).
. ded y,
Defrost/De-fog Operation
(" Blower Speed Temperature Control )
Adjust to desired Adjust to desired
speed. temperature.
Mode Control
Adjust to DEFROST position for maximum defrost, or
between FLOOR and DEFROST positions for a bi-level
blend (Compressor is automatically engaged). y

8
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Packing List:
Control Panel Kit (473249)

No. Qty. Part No. Description \
1. 1 473252 Control Panel Assembly
2. 1 232007-VUR Control Harness, Universal
Checked By:
Packed By:
Date: )

-

®

@

NOTE: Images may not depict actual parts and quantities.
Refer to packing list for actual parts and quantities. J
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