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1967-72 CHEVROLET Pick-up

WITHOUT FACTORY AIR CONDITIONING

IMPORTANT NOTICE-PLEASE READ

CHEVY PICK-UPS BUILT FROM 1967 TO 1972 WITH A 250

SIX CYL. AND STANDARD TRANSMISSION HAVE A LIGHT DUTY
RADIATOR (26-1/4" x 17" x 1-1/4"). THIS RADIATOR WILL NOT
ACCEPT A FAN SHROUD AND WILL NOT PROPERLY COOL WITH
THE ADDITION OF AN AIR CONDITIOMNER.

WE RECOMMEND UPGRADING TO THE HEAVY DUTY RADIATOR
(28-3/8"x 17" x 2" TO 2-5/8") WITH A FAN SHROUD, AND A

18" FAN BLADE WITH A FAN CLUTCH. ALL OF THESE
COMPONENTS ARE AVAILABLE FROM VINTAGE AIR.

FOR MAXIMUM SYSTEM PERFORMANCE
YINTAGE AIR RECOMMENDS THE FOLLOWING:
70067-LCR - HEAVY DUTY RADIATOR
71067-LCR - SUPER DUTY RADIATOR

32067-LCF - SHROUD
32518-VUF - 18" FAN
32000-VUF - CLUTCH FAN

SERVICE INFO:

EVACUATE THE SYSTEM FOR 30-45 MINUTES WITH
SYSTEM COMPONENTS (DRIER, COMPRESSOR,
EVAPORATOR, CONDENSER) AT A TEMPERATURE
OF AT LEAST 85°F.

ON A COOL DAY THE COMPONENTS CAN BE HEATED
WITH A HEAT GUN OR BY RUNNING THE ENGINE
WITH THE HEATER ON BEFORE EVACUATING.

LEAK CHECK AND CHARGE TO SPECS.

REFRIGERANT CAPACITIES
134a SYSTEM
CHARGE WITH 1.8 LBS. OF REFRIGERANT

R-12 SYSTEM
CHARGE WITH 2.0 LBS. OF REFRIGERANT

LUBRICANT CAPACITIES

NEW COMPRESSOR - NO ADDITIONAL OIL NEEDED
USED COMPRESSOR - CONSULT VINTAGE AIR
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INSTALLATION INSTRUCTIONS FOR
1967-72 CHEVROLET PICK-UP
WITHOUT FACTORY AIR

BEFORE STARTING THE AIR CONDITIONER INSTALLATION, CHECK FOR
PROPER OPERATION OF ALL COMPOMNENTS (RADIO, LIGHTS, WIPERS, ETC.).
STUDY THE INSTRUCTIOMNS, ILLUSTRATIONS AND DIAGRAMS.

ENGINE COMPARTMENT
REMOVE THE FOLLOWING (FIGURES 1 & 2)

1. BATTERY AND RADIATOR (RETAIN).
2. HEATER ASSEMBLY ON ENGIME SIDE [DISCARD)

RETAIN OEM MOUNTING SCREWS.
3. REMOVE LOWER HOOD LATCH ASSEMBLY. [RETAIN)
| 4. REMOVE YERTICAL BRACE BEMEATH HOOD LATCH. (RETAIN)
5. REMOVE GRILLE.(RETAIN)

PASSENGER COMPARTMENT

REMOVE THE FOLLOWING
1. GLOVE BOX SHELL (DISCARD),SAVE MOUNTING SCREWS.
2. GLOVE BOX DOOR [RETAIN).

3. HEATER DUCT ASSEMBLY UNDERDASH (DISCARD).

4. DEFROSTER DUCT HOSES (DISCARD). : =
5. DASH DEFROSTER GRILLES (RETAIN).
6. RADIO [RETAIM).
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ASSEMBLY
COMPRESSCR
» REFER TO SEPARATE IMSTRUCTIONS TO INSTALL COMPRESSOR BRACKET.
» INSTALL COMPRESSOR AND BRACKET USING HARDWARE
INCLUDED WITH BRACKET. ORIENT COMPRESSOR ON MOUNT  #1/4-20

SO THAT THE OUTLET FITTINGS POINT TOWARD THE PASSENGER BOLT
SIDE FENDER. TABS "A E" & "B,F" ARE UP.

PULLEYS #10-32
# CHECK ALIGHNMENT OF PULLEYS AND FOLLOW THE BOLT \3'
IMSTRUCTIONS PROYVIDED WITH THE BRACKET FOR

PROPER PULLEY/BELT COMBINATION.

TUBING CLAMP AT BATTERY BOX

s LOCATE OEM HOLE IN THE BATTERY BOX AS SHOWN.
ATTACH HARDLIME SUPPORT BRACKET BY LAYING THE
SUPPLIED FLAT HEAD BOLT IM THE HOLE AND SUPPORT i
BATTERY BOX OM A 1/2" SOCKET. TAP HEAD OF BOLT
UNTIL IT'S FLUSH TO PREVENT DAMAGE TO BOTTOM OF
BATTERY. SEE FIGURE 4.

CONDEMNSER ASSEMBLY

» LOCATE THE FOUR CONDEMSER MOUNTING DIMPLES IM RADIATOR SUPPORT AND DRILL
FOUR 9/32" HOLES. SEE FIGURE 5.

* ATTACH THE CONDEMSER/DRIER ASSEMBLY TO THE FRONT 5IDE OF THE RADIATOR SUPPORT
USING FOUR 1/4" 20 x 1/2 INCH BOLTS, FLATWASHERS, AND LOCKNUTS. VERIFY THAT THE
CONDENSER |5 NOT TOUCHING THE RADIATOR. SEE FIGURE 5.

e INSTALL THE SUPPLIED BULKHEAD GROMMETS IM THE EXISTING OEM HOLE.[SEE FIGURES)

® |[M5TALL THE #8 (LARGER) CONDEMNSER HARDLIME. LUBRICATE THE FITTINGS AMD O'RINGS
WITH SUPPLIED REFRIGERANT OIL AMD ATTACH THE LIME TO THE UPPER COMDEMSER FITTING
BY FEEDING THE LONG EMD THROUGH THE EXISTING HOLE IN THE RADIATOR BULKHEAD
SUPPORT AND UNMDER THE BATTERY BOX. 5EE FIGURE 5 (THIS PAGE) & FIGURE 14 & 148 [PG.11).

s INSTALL THE #4& [SMALL) HARDLINE AND ATTACH IT TO THE DRIER FOLLOWING THE
SAME PROCEDURE AS ABOVE. SEE FIGURE 5.

® ATTACH HARDLIMES TO PREVIOUSLY INSTALLED TUBING CLAMP UMDER BATTERY BOX
MAKING SURE THE HARDLIMES DO NOT RUB EACH OTHER OR THE TRUCK (SEE FIGURES 4 & 5).

DRILL DIMPLES 'WITH 9/32" H.H.EJU‘SE (4] 14" 20 = 172" BOLTS TO SECURE

FOSSIBLE POIMT ——

OF INTERFEREMLCE T —,
=_—

b

e ——

L (FIGURE 5)
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DUCT & DUCT HOSE INSTALLATIONM

DEFROSTER
® ATTACH THE DEFROSTER HOSE ADAPTERS TO THE OEM DEFROSTER GRILLES BY SLIDING
THE GRILLE INTO "S-CLIPS® ON EACH ADAPTER [SEE FIGURE &).

® ATTACH DEFROSTER HOSE TO HOSE ADAPTERS PRESSING FIRMLY OVER BARBS
(possenger side 2° x 12", driver side 2" x 20").

@ SLIPHOSES DOWN THROUGH THE DEFROSTER OPEMINGS IM THE DASH AND ROUTE
ASSHOWNIMN FIGURE7 & 12.

SUPPLIED SIDE BALL VENT INSTALLATION

® USING THE TWO TEMPLATES OMN PAGE 9, DRILLTWO 2-1/2" HOLES IN DASH FOR
PASSEMGER AND DRIVER SIDE A/CVEMTS A5 SHOWN IM FIGURE 7.

® |NSERT THE BALL VENTS THROUGH THE HOLES FROM THE OUTSIDE OF THE DASH AMND
SCREW ONTHE HOSE ADAPTERS FROM BEHIND THE DASH TO SECURE.

® |NSTALLA 2-1/2"x 48" DUCTHOSE ON THE DRIVER'S SIDE AND A 2-1/2"x 32" DUCT HOSE
OM THE PASSENGER'S SIDE.

® SLIP THE A/C DUCT HOSES ON THE VENT ADAPTERS AND ROUTE AS SHOWN IN FIGURE 7.

PASSENGER SIDE
w.cLps.  OVAL DEFROST

Dgwm:asgr’;irmm OEM ——
R Uml DEFROSTER A | 2°X 12 DUCT HOSE

PASSEMGER SIDE
BALL WVEMT

CENTER VENT INSTALLATION

® USING TEMPLATE ON PAGE 10,
LOCATE THE CEMNTER VENT
OPENING LOCATION USING
THE INSTRUCTIONS OM THE
TEMPLATE. DRILL A HOLE AT
EACH CORNER OF THE TEMPLATE
AND CAREFULLY CUT OUT THE
OPENING. 2" X 20°

i i 2-1/2° X 48%

® ATTACH THE CENTER VENT DUCT HOSE
ADAPTER (BEHIND THE
DASH BOARD)TO THE
CENTER VENT WITH THE
SUPPLIED SELF TAPING
SCREWS. SLIP A2-1/2"x 16"
DUCT HOSE ON THE
ADAPTER (SEE FIGURE

7A OMN PG. 3 & FIGURE 12

ON PG. 7).

2-1/2" XK 48° VENT
DUCT HOSE

DRIVER SIDE BALL YENT
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EVAPORATOR ASSEMBLY

MOUNTING BRACKET ADJUSTMENTS

® LOCATE THE EVAPORATOR REAR BRACKET STRAP IN THE KIT AND ADJUST FOR
YOUR TRUCK'S YEAR ACCORDING TO FIGURE 7A.

* ON SOME 1967 TRUCKS THE BLOWER HOUSING BRACKET WILL HAVE TO
BE MOVED 4 INCHES TOWARD THE PASSEMGER SIDE - LOCATE THE BLOWER
HOUSING BRACKET IN THE KIT AND MOUNT IN THE PROVIDED HOLES.
DISCARD THE ORIGIMAL BRACKET (SEE * IN FIGURE 9B).

CONTROL CABLES & WIRING

® ATTACH THE CABLES FROM THE_
DASH COMTROL TO THE
EVAPORATOR UNIT

AS SHOWM IM ATTACH TO UMIT
HERE FOR SOME 1948
FROLEES: MODELS OMLY.
* THE TOP CABLE
GOES TO THE
DEFROSTER DOOR BLOWER HOUSING

LOCATED OM THE
DRIVER'S SIDE OF
THE UNIT. THE BOTTOM CABLE GOES TO THE A/C-HEATER DOOR.
THE CENTER CABLE IS DISCARDED BUT THE OEM SWITCH IS USED TO
CONTROL THE FAM.

® COMMECT THE WIRING HARMESS TO BLOWER SWITCH AS SHOWHN IN
FIGURE ?D (REFER TO WIRING DIAGRAM ON PAGE 8).

EVAPORATOR IMSTALLATION

* ATTACH REAR BRACKET FOR EVAPORATOR TO FIREWALL USING
10/32 x 1* BOLT, AMD LOCKNUT AS SHOWHN IN FIGURE 9A.

® LIFT UMIT INTO PLACE UMDER PASSENGER SIDE DASH AND ATTACH TO
REAR BRACKET WITH 1/4" x 1/2* BOLT AND NUT.

® ATTACH BLOWER HOUSING BRACKET USING 1/4" x 1* BOLT, FLAT WASHER,
LOCKWASHER AND NUT THROUGH OEM HOLE IN THE BOTTOM LIP OF THE
DASH - SEE FIGURE 9B.

* ATTACH DRIVER SIDE
EVAPORATOR BRACKET TO rybi e
THE OEM HOLE I FIREWALL
USING OEM HEATER SCREW N
AS SHOWM IM FIGURE 9C. - I

REAR VIEW
OF
BLOWER SWITCH

'-\,__\* ]— Small GREEM
i o
O L B*E YELLOW

B = e ——

| | “—smalireD
6 B BLUE ORAMGE

BLACK —— RED
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FIREWALL COVER

@ RUN BEAD OF SILICONE AROUND PERIMETER OF FIREWALL COVER, INSTALL FIREWALL

COVER ON FIREWALL. SEE FIGURE 10.

e COVER IS ATTACHED USING SIX OEM HEATER ASSEMBLY BOLTS AND TWO 1/4"x 20 x 1"

BOLTS, (SEE FIGURE 10),

* ATTACH FRESH-AIR CAF TO THE FIREWALL WITH 1/4" x 1* BOLT AND 1/4® BEAD OF SILICONE.

(SEE FIGURE 10A)

FIREW.
PASSEMGER SIDE WAL CONER,
FIREWALL

/420X 1"

OEM
SCREW

SCREW
5/8" DRAIN HOLE

2ox (FIGURE 10)

SILICONE
SEALANT

S _AFIGURE 10A)
COVER

HEATER HOSE INSTALLATIOM (HEATER HOSES NOT SUPPLIED)

=Lh

L 1
¥

0o
®®

HOSE CAP

.0 ASC HOSE

. & AT HOSE
& COMPRESSOR LEAD,

. 578" HEATER HOSE TO
WATER PLIME

. 578" HEATER HOSE WITH
HEATER COMTROL VAILVE
TO INTAKE MAMIFOLD,

. VACUUM LINES.

& [NSERT TWO 5/8" HEATER HOSES THROUGH THE HOSE CAP AND COMMECT AS SHOWM

IN FIGURE 10 & 14A.(PG 11)

® INSTALL HEATER CONTROL VALVE AS SHOWHN IM FIGURE 14A.[PAGE 11)

® ROUTE VACUUM HOSES (SEE PAGE 8).

&F-F1 CHEWY TRUCK Wi A 3 T0F  10/24/3

(5)



A/C HOSE INSTALLATION

1967-72 CHEVROLET PICK-UP
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LOCATE THE O'RING PACKAGE. THERE IS A SPECIFIC SIZE AMD THICKMESS QO'RING
FOR EACH CONNECTION, SEE FIGURE 14B [PG.11). THE SMALL WHITE TUBE IS A
SPECIFIC OIL FOR O'RINGS AMD THREADS. O'RINGS SHOULD NOT BE REUSED ONCE
AFITTING IS TIGHTENED.

FORHOSE ROUTING - [SEE FIGURE 14 & 14B -PAGE 11).

LOCATE THE #8 ([MIDDLE SIZE) RUBBER DISCHARGE HOSE THAT RUMS FROM THE
COMPRESSOR DISCHARGE PORT TO THE #8 HARDLINE AT THE BATTERY BOX CLAMP
THIS HOSE HAS A 90 DEGREE FITTING (WITH SERVICE PORT-134a OMNLY) AT THE
COMPRESSOR END AMD A STRAIGHT FITTING AT THE COMDENSER EMD. LUBRICATE
THE FITTIMGS AMD O'RIMNGS WITH SUPPLIED REFRIGERAMNT OIL ANMD ATTACH

(SEE FIGURES 14 & 14B - PG.11).

LOCATE THE #10 (LARGE SIZE) RUBBER SUCTIOM LINE THAT RUNS THROUGH THE
FIREWALL TO THE SUCTION SIDE OF THE COMPRESSOR. THIS HOSE HAS A 90 DEGREE
FITTING (WITH A SERVICE PORT-134a ONLY) AT THE COMPRESSOR SUCTION END
AND A STRAIGHT FITTING AT THE EVAPORATOR (FIREWALL END). LUBRICATE THE
FITTINGS AND O'RINGS WITH SUPPLIED REFRIGERANT OIL AMD ATTACH.

SEE FIGURES 11 [THIS PAGE)& 14 & 14B [PG.11).

THE TWO SERVICE PORTS AT THE COMPRESSOR FITTIMGS MUST BE IMSTALLED ASTO
NOT IMTERFERE WITH HOSE ATTACHMENT 50O THAT THE UNIT MAY BE CHARGED.
OMR-12 SYSTEMS THE SERVICE PORTS ARE FIXED TO THE REAR OF THE COMPRESSOR.
OM 1340 SYSTEMS THE SERVICE PORTS ARE FIXED ON THE COMPRESSOR FITTINGS.
LOCATE THE #6 (SMALLEST) RUBBER LINE WITH 2 STRAIGHT ENDS. LUBRICATE THE
FITTINGS AMD O'RINGS WITH SUPPLIED REFRIGERANT OIL AMD RUN FROM THE
EVAPORATOR (FIREWALL) TO THE #6 FITTING AT THE BATTERY BOX CLAMF.

SEE FIGURE 11 (THIS PAGE) & 14 & 14B (PG.11).

THE METAL PARTS OF THE SUCTION [LARGE) HOSE AND LIQUID [SMALL) HOSE AT

THE EVAPORATOR MUST BE COVERED WITH PRESS TAPE TO PREVENT CONDEMNSATION
LEAKS INSIDE THE TRUCK. {SEE FIGURE 11B)

DO NOT TIE A HEATER HOSE TO THE #6 LIQUID LIME.
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DUCT HOSE

INSTALL NEW GLOVE BOX PROVIDED AS FIGURE 13 SHOWS,
USING (4) OEM SCREWS AT DOOR HINGE AND (4)#8 X 1/2°
PHILLIPS PAN HEAD SCREW (OME AT EACH SIDE & TWO ON TOP
OF SHELL).

( FIGURE 13)

INSTALL DRAIN HOSE AT EVAPORATOR UMNIT AMD IMSERT LOOSE
END THROUGH FIREWALL COVER. SEE FIGURES 10 & 11 [PAGES 5 & &).

REINSTALL ALL PREVIOUSLY REMOVED ITEMS [BATTERY, RADIATOR, LOWER HOQD
LATCH ASSEMBLY, VERTICAL BRACE, GRILLE AND RADIO).

FILL RADIATOR WITH 50/50 ANTIFREEZE.
CHECK COMPLETE ASSEMBLY FOR PROPER OPERATIOM. SEE PAGE 12.

VINTAGE AIR RECOMMENDS THAT ALL A/C SYSTEMS BE SERVICED BY A CERTIFIED
AUTOMOTIVE AIR CONDITIONING TECHNICIAM OMLY, SEE INSIDE COVER FOR
SERVICE INFO.
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HEAT & COOL
VACUUM HOSE DIAGRAM
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ADIJUSTABLE
THERMOSTAT

(TYPICAL)

PR WARMER COUNTER CLOCKWISE
%!-E —

Zagonsos
COIL FIGURE A

AIR CONDITIONING ADJUSTMENTS:

@ THE AIR CONDITIONER THERMOSTAT CONTROLS COIL TEMPERATURE, IT IS SHIFPED ADIUSTED FULLY
COLD [CLOCKWISE], iM THE MAJORITY OF CASES THE A/C WILL OPERATE CORRECTLY AS SHIPPED.

@ TURNING THE KNOB OM THE THERMOSTAT TO THE RIGHT [CLOCKWISE) MAKES THE SYSTEM OPERATE
COLDER. IF THE THERMOSTAT 15 SET TOO COLD THE EVAPORATOR WILL *ICE UF - THE EYAPORATOR
COIL I5 RESTRICTED WITH ICE AND COLD AIR FLOW WILL BE REDUCED.

® TURNING THE KNOB TO THE LEFT ([COUNTER CLOCKWISE) MAKES THE SYSTEM OPERATE WARMER.
THE COMPRESSOR CLUTCH WILL CYCLE OFF FREQUENTLY AND THE A/C SYSTEM WILL NOT GET AS
COOL AS IT COULD.

ADJUSTING A/C THERMOSTAT

1.) STMPTOM: THE A/C WORKS WELL AT FIRST THEN QUITS COOLING. THE AIR FLOW FROM THE
VENTS IS LOW AMD THE COMPRESSOR CYCLES INFREQUENTLY.

1.) SOLUTIOM: THE THERMOSTAT I5 SET TOO COLD AMD THE EVAPORATOR IS "ICING UF AND
RESTRICTIMG AIR FLOW, ALLOW THE ICE TO MELT AND SET THE THERMOSTAT WARMER (COUNTER
CLOCKWISE) 10% OF A TURM EACH ADJUSTMENT UMTIL THE SYMPTOMS DIMINISH.

2.) SYMPTOM: A/C NEVER GETS COLD AND THE COMPRESSOR CLUTCH CYCLES FREQUENTLY.

2.} SOLUTION: THE THERMOSTAT IS SET TOO WARM. SET THE THERMOSTAT COLDER (CLOCKWISE)
10% OF A TURN EACH ADJUSTMEMT UNTIL THE COMPRESSOR CLUTCH CYCLES INFREQUENTLY.
ANVOID SETTING THE THERMOSTAT TOD COLD,

3.) SYMPTOM: THE A/C NEVER GETS COLD, SOMETIMES EVEM BLOWS HOT, AND THE ASC COMPRESSOR
CLUTCH INFRECHJIENTLY CYCLES OFF
3.) SOLUTIOM: THE HEATER MAY BE OM AT ALL TIMES, CAREFULLY FEEL AROUND THE HEATER HOSES
AT THE FIREWALL THEY SHOULD BE COLD WHEM THE ASC I5 OM. IF THE HOSES ARE HOT THEM;
&) = THE HEATER CONTROL VALYE MAY BE INSTALLED BACKWARDS, CHECK THE FLOW DIRECTION
ARROCW OM THE VALVE AGAIMST THE ILLUSTRATION 1N YOUR IMSTALLATION IMNSTRUCTIOMS.
B} - IF CABLE OPERATED: THE VALYE MAY BE MISADIUSTED.
C) - IF VACUUM OPERATED: IT MAY BE GETTING YACUUM AT ALL TIMES [CHECK ELECTRIC SOLENOID].
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TEMPLATE FOR DRIVER SIDE

BOTTOM EDGE

OF DASH FACE ‘\

TEMPLATE FOR PASSENGER SIDE

AT,
.p'r R
T
ﬁ P
;,ﬁ;i

BOTTOM EDGE

OF DASH FACE \\

END OF DASH
PASSEMGER SIDE

g
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1967-72 CHEVROLET PICK-UP
CENTER VENT TEMPLATE

= s S S S S O EER e e e e e e S S S I S e e e S S - o me = == E= == ==

-‘ ﬁ%{%’; 7
Z LGHG DOTTED LINEA/#rsr e

I
CUT-OUT THESE SECTIONS

/ ALONG DOTTED LINE \
______ 7_ ﬂ FOLD HERE AND ﬁ - o -

PLACE IN RADIO OPENING
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OPERATION OF CONTROLS

DEF

FAN SPEED - wii | AT~ G0 }

HEAT |

DEF '@

A/C - MRFAN

HEAT @_

DEF

HEAT - AIRFAN
HEAT

5 &

% DEG
DEFROST - AIRFAN

HEAT m
NOTE:

WHEM IN DEFROST MODE POSITION TURN THERMOSTAT KNOB FULL COUNTER CLOCKWISE
AND THEN CLOCEWISE 1/8 TURK OR UNTIL THERMOSTAT CLICKS OM, THIS WILL GIVE OPTIAMUM

DEFROST PERFORMAMNCE.
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63521-LCE
1967-72 CHEVY PICKUP WITHOUT A/C

DRAIN KIT PARTS LIST

Mo. QTY. PART MUMBER

1. 3
2. -]
3. &
4. ]
5. 10
6. &
7. 12
8, 1
2, 20
10. 1
11. 1
12. 5
13. 1
14. 1
15. 1

12/16/96

18098-YUB
18125-VYUB
181346-VYUB
18233-VUB
18235-VUB
18290-VUB
31050-YUD
45103-VUH
49003-VUP
54675-VCB
6467 56-VCB
65975-YUE
18253-VUB
18150-VUB
49590.vUI

DESCRIFTION

1/4° LOCK WASHER

1/4" x 3/4" FLAT WASHER
1/4 COARSE NUT

@6 x 378" PAM HEAD SCREW
#E8 x 1/2° PAM HEAD SCREW
1/4" x 1" COARSE BOLT

1/2" DRAIN HOSE

HEATER COMTROL VALYE
PRESS TAPE

REAR EYAPORATOR BRACKET
BLOWER MOTOR HOUSING BRACKET
PUSH OM RING

10/32% x 1" BOLT

10,/32* MACHIME NUT

1/8 3 WaAY YACUUM TEE
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ACCESSORY KIT

19

#4164 V(B
FRESH-AIR

#18100-YUE
1747 JACK NUT

#18125-YUR
14" 1 34"
FLAT WASHER

78172-LCN

# |Er0-vUB
14"z 1"
COARSE BOLT

¢ 1967-72 CHEVY TRUCK wirnour ractoe ame
ACCESSORY KIT PACKING LIST
Mo, QTY. PART Me. DESCRIPTIONM
1. 3 0&200-VUE 2* DUCT HOSE
2. B 06250-YUE 2 %" DUCT HOSE
3. 1 18100-¥UB 1/4% JACK NUT
4, 1 18125-¥UB 1/4% x 3/4" FLAT WASHER
3. 1 18290-WUB 1/4" x 1" COARSE BOLT
&, 4 33137UI GROMMET LARGE
7. 2 49053 -YUL BALL VENT e
8. 1 491195 FRESH AlR COVER
2. 1 A1 &7V OVAL DEFROST ADAPTER
10, 1 49158Vl ROUMND DEFROST ADAPTER
11. 1 49195Vl GLOVE BOX
12. 1 497 70.LCI CEMTER VEMT ASSEMBLY —
13. 1 &£2203-YCl FIREWALL COVER CAP
14, 1 &2204-VCl FIREWALL COVER
15. 1 63521 -LCE &7-72 CHEVY TRUCK IMSTALLATION KIT
14. 1 64164-VCB FRESH AIR CAP BRACKET
17. 8 &5980-VUE 5-CLIPS
CHECKED BY:
FACKEDBY.
DATE:
L P Pl Oy THEE w5 &8 1670 i Baae0 —IJ




