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I. T 11076-VUS FEMALE TRINARY SWITCH
2. 1 34829.VUG #6 SPLICER W/ SERV PORT ”
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INSTALL #d SPLICER WITH SERVICE PORT IN THE HIGH FPRESSURE LINE BETWEEN THE COMDENSER

AND DRIER OR SETWEEN THE DRIER AND EVAPORATOR.  THE TRINART MUY ALLO BE INSTALLED

DIRECTLY INTOD THE DRAER, (F THE DRTER RAS THE PROVEAON. NOTE: IF THE SYSTEM IS (HARGED WITN REFRIGERANT,

YOU MUST EVACUATE THE SYSTEM BEFORE REMOVING THE TRINARY SWITCH PORT PLUG LOCATED IN THE DRIER.
INSTALL THE TRINARY ADAPTER WITH O-RING INTO THE DRIER AND TIGHTEN. INSTALL THE TRINARY SWITCH ONTO
THE ADAPTER. HOLD THE ADAPTER WITH ONE WRENCH AND TIGHTEN THE TRINARY WITH A SECOND WRENCH.

TRINARY FUNCTION SWITCH WILL SPLICE INTO THE BLUE WIRE WHICH RUNS FROM THE ASC
THERMOSTAT TO THE A/C CLUTCH, THE THERMOSTAT IS LOCATED ON THE EVAPORATOR ... IF YOU
HAVE STANDARD DASH PANEL. IF YOU ARE LISING A PROLINE PANEL, THE THERMOSTAT IS LOCATED

O THE BACK OF THE FANEL

* COMNECT TRIMARY FLUNCTION SWITCH BLACK WHITE OR BLACK/GREEN WIRE TO BLLIE WIRE
COMMNECTED TO ASC THERMOSTAT ON FTHE EVAPORATOR OR THE CONTROL PANEL,

* COMMNECT TRIMARY FLINCTION SWITCH BED/WHITE OR BLACK GREEN WIRE TO BLLIE WIRE WITH
BULLET PLUG RUNMING FO COMPRESSOR CLUTCH,

¢ CONNECT TRINARY FUNCTION SWITCH BLUERED OR BLUE WIRE TO GROLUMED,

* CONNECT FRINARY FUNCTION SWITCH BLUE/WHITE OR BLUE WIRE TO FIN #8686 ON RELAY
G Sy swinhos



