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__W@E MINI SPACE SAVER Heat/cool

EVAPORATOR KIT

EVAPORATOR KIT PACKING LIST 01000-QUX-A
01000-VUX-A
Mo. QTY. PART No. DESCRIPTION
1. 1 55302-VUE-A EVAPORATOR SUBCASE
2 1 63250-YUE | KKIT
3 8 06250-YUE 2 1/2" DUCT HOSE
4. 1 63512-KUB EVAPORATOR MTG. KIT

n
—

CONTROL PAMNEL w/ WIRING
b. 1 YENTS
OPTIOMNAL VENTS

OPTIOMNAL VENTS

** BEFORE BEGINNING INSTALLATION OPEN ALL PACKAGES AND CHECK CONTENTS OF SHIPMENT.
PLEASE REPORT ANY SHORTAGES DIRECTLY TO VINTAGE AIR WITHIN 15 DAYS. AETER 15 DAYS,
VINTAGE AIR WILL NOT BE RESPONSIBLE FOR MISSING OR DAMAGED ITEMS.
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MINI SPACE SAVER

HEAT/COOL

IMPORTANT NOTICE-PLEASE READ

FOR MAXIMUM SYSTEM PERFORMANCE
VINTAGE AIR RECOMMENDS THE FOLLOWING:

SAFETY SWITCHES:

VINTAGE AIR ALWAYS RECOMMENDS AN OPTIONAL COMPRESSOR SAFETY
SWITCH BE INSTALLED ON EVERY A/C SYSTEM. A BINARY SWITCH (PART #
24679-VUS) DISENGAGES THE COMPRESSOR CLUTCH IN CASE OF EXTREME
LOW PRESSURE CONDITION (REFRIGERANT LOSS) OR EXCESSIVELY HIGH
HEAD PRESSURE (406 PSl.), TO PREVENT COMPRESSOR DAMAGE OR HOSE
RUPTURE. A TRINARY SWITCH (PART# 24678-VUS) COMBINES HI/LO PRESSURE
PROTECTION WITH AN ELECTRIC FAN OPERATION SIGNAL AT (254 PSI.)

COMPRESSOR SAFETY SWITCHES ARE EXTREMELY IMPORTANT SINCE AN A/C
SYSTEM RELIES ON REFRIGERANT TO CARRY LUBRICATION THROUGH THE

SYSTEM.
SERVICE INFO:
EVACUATE THE SYSTEM FOR 35-45 MINUTES WITH
SYSTEM COMPONENTS (DRIER, COMPRESSOR, EVAPORATOR
AND CONDENSER) AT A TEMPERATURE OF AT LEAST 85° F
ON A COOL DAY THE COMPONENTS CAN BE HEATED

WITH A HEAT GUN OR BY RUNNING THE ENGINE WITH
THE HEATER ON BEFORE EVACUATING.

LEAK CHECK AND CHARGE TO SPECIFICATIONS.

THE PROPER AMOUNT OF REFRIGERANT IS CRITICAL TO PROPER SYSTEM OPERATION. VINTAGE
AIR RECOMMENDS OUR SYSTEMS BE CHARGED BY WEIGHT WITH A QUALITY CHARGING STATION
OR SCALE.

REFRIGERANT CAPACITIES

134a SYSTEM
CHARGE WITH 1.8 LBS. OF REFRIGERANT

R-12 SYSTEM
CHARGE WITH 2.0 LBS. OF REFRIGERANT

LUBRICANT CAPACITIES

NEW COMPRESSOR - NO ADDITIONAL OIL NEEDED
USED COMPRESSOR - CONSULT VINTAGE AIR

FOOHIVUXA BEV A, T/4008 sama SFATE Lavil fal PealORaron 01T MG d OF | 4 D— —— e — )
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= Alle

INSTALLATION INSTRUCTIONS
MINI/SPACESAVER
HEAT/COOL
The Vintage Air "Mini/Spacesaver" Heat & Cool was designed especially for
your street rod. It will fit neatly behind the dash of your car out of
sight. Read the directions completely and remove all parts from box, to

identify each of them with packing list. S

The installation of this unit wvaries according to the body manufacturer or modifications
te originzl body. The cowl vent may rem=in coerzticnzl. (see step 2 below) Tske

your time, double check before drilling er cutting.

THE EVAPCRATOR WAS DESIGNED TO FIT ON THE PASSENC=R SIDE.

1. Befors beginning remove cowl vent handle and glove box to ease installation.

IZ the dash is easily removable remove it now. Check for and £ill in &ny heles in

the firewall and floor. Insolate and szl fir=a=ll, flcor, door panels and head liner
to reduce the amount of heat entering inte the car.

2. The evaporator should fit with blower motor toward the top of the
cowl. Duct hoses outlets face upper cavity.Drain outlet is always on the bottom

{down)side of the evaporator, see figure 1 below.

EIGORE 1
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idle will work if moved to the side. You can also convert to electric
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escribted in Step 6.

SVeboracor:

i SiEtines wich -
ance inside the car. s

insT=wccicns Page 11. ¢ !

nelper held the vnit us as bigh as pessibls, with blower housing against
ige kick panel. Iccate the bracket on

housing. Scribe thru the 1/4" hole in the brac ] o
If the location you marked locks ok and will cestructions on both sides
firews=ll. If =0, drill9/32"hole in the Firses=ll. 2 :

the evaporator to the
by the blower motor bracket with a 1/4-20 x 1” bolt and nut. Using the rear evaporator

wob right side of the blower

rark the firewall.

rackeb as a de marx and drill thru the 1/4" hol= in the bracket. BAttach this
to the firewsll with a 1/4-20x1" bolt and nut.This will locate the evaporator
horizontally. How secure the front-evaporator supoort strap to the unit with the 1/2

- 20 X 1/2"% bolt, This support bracket will attach to the dash mount header
¥ith the unit held in place and level mark thou the 1/4" hole st the too of the brack

To the shest metal headser.

Maxe sure that the spct marked will provide a good moun
Jocation fo

"

or this bracket. Drill a 9/32" mounting hole, Secure the mount strap to
hezder a=s sl and nut.
WIE: Tne vents that are being used should be in place at this time.

t hose should be put on the evaporator st this point and run to the vents
er clearance. See figure 1, pagse 5
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HOLD TO #6 HOSE

RESIST e
TWISTING

TIGHTEM FRESS TAPE

#6 LIQUID

e P[ ROPER SE
FOR AP AL
FIGURE R LUBRICATE OF FITTINGS o SUEFEJEQ o
ORINGS INSTALL SUPPLIED G U URG

ORINGS AS SHOWN iﬂ?&f Ifr:\;léﬂg -
AND LUBRICATE
WITH SUPPLIED OiL.  SWAGEDLIP

50 )

26 ORING #8 ORING #10 ORING

N Fiour: 3n J/

8. INSERT THE CAPILARY TUBE INTO THE COIL THRU THE LOCATION STICKER LOCATED ON TOP OF
THE EVAPORATOR TO A DEPTH OF 414", WITH REFRIGERATION HOSES AND DUCT HOSES ON THE
UNIT, LIFT IT IM PLACE. MAKE SURE THAT THE FIREWALL FITTIMGS ARE ACCESSIBLE WITH THE UNIT
IM PLACE. IF NOT, TIGHTEM ALL REFRIGERATION FITTINGS INSIDE THE CAR NOW, WHILE YOU .CAN
REACH THEM. LIFT THE UNIT INTG PLACE, AND TIGHTEN THE BRACKET BOLTS TO SECURE TO THE
EVAPORATOR,

9. ROUTE HEATER HOSES [REFER TO HEATER HOSE ROUTING INSTRUCTIONS, PG. ).

10. WITH YOUR UNIT IN PLACE, STRETCH THE DUCT HOSE TIGHTLY TO THE DASH VENT, AND RECHECK
THE LENGTH. TRIM TO ENSURE THAT THE HOSE IS ENSURED TAUT, WITH A MINIMUM OF KINKS OR
SHARP BENDS IN THE HOSE. THIS WILL ENSURE MAXIMUM AIRFLOW.

11. MAKE ELECTRICAL AND/OR YACUUM CONNECTIONS, ACCORDING TO THE DIAGRAM FURNISHED
CN PG, 12.

NOTE: THE RED 12GA. WIRE WITH THE 30 AMP CIRCUIT BREAKER SHOULD BE CONNECTED TO A 12

VOLT POWER SOURCE OF AT LEAST 12GA. WIRE. CONNECT MOLDED PLUG WITH THE (RED, YELLOW,

ORANGE} WIRES TO THE CORRESPOMNDIMG PLUG FROM THE BLOWER MOTOR, THE RED WIRE FROM THE BLOWER
MOTOR WITH THE WHITE EXTENSIOMN AND RING TERMIMAL MUST BE GROUNDED. THE ELUE AND YELLOW WIRES
FROM THE BLOWER MOTOR MUST BE PLUGGED TOGETHER. THE BLUE CLUTCH WIRE RUNS FROM THE THERMOSTAT
TO THE COMPRESSOR SAFETY SWITCH AND FROM THE SAFETY SWITCH TO THE COMPRESSOR.

BE CAREFUL TO ENSURE THAT THIS WIRE IS NOT PINCHED OR IN A POSITION TO RUB ON A SHARP EDGE AS IT GOES THRU THE FIREWALL.
AN OPTIOHAL VACUUM RESERVOIR WITH CHECK VALVE WILL HELP SYSTEM WORK UNDER A VARIETY OF CONDITIONS.
(VINTAGE AIR PART #31200-VUS VACUUM RESERVOIR).

; FEQTCL-VUNA REV & 1/8/05, mind EPACE EAVER O EVARDIATON KIT PG 7 OF 14 4—
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*IF PREVIOUSLY REMOVED, REINSTALL DASH AMND INSURE THAT THE DUCT HOSE IS SECURELY
ON THE DASH VENT HOSE ADAPTERS.

*DON'T FORGET TO WRAP ANY EXPOSED #10 FITTINGS INSIDE THE CAR TO PREVENT CONDENSATION.

CONTROL PANEL OPERATION

IF YOU ARE USING AN OPTIONAL CONTROL PAMEL, REFER TO THE INSTRUCTIONS FURNISHED
WITH THE PANEL FOR OPERATION. CHECK OPERATION (SEE FIGURE 4).

*THE SWITCH ON THE LEFT IS THE FAN SWITCH - CONTROLS 3 SPEED FAN MOTOR.

*THE SWITCH ON THE RIGHT IS THE MODE SELECTION. FULL COUNTER-CLOCKWISE POSITION
IS ECONOMY POSITION. AMBIENT TEMPERATURE AIR SHOULD COME OUT OF DASH VENTS.
IN THE FIRST POSITION (A/C POSITION), COLD AIR SHOULD COME OUT OF THE DASH VENTS.
THE SECOND POSITION (HEAT POSITION), HOT AIR SHOULD COME OUT OF THE FLOOR VENT.
IF YVACUUM OPERATED, THE HEATER CONTROL VALVE SHOULD BE RECEIVING A VACUUM SIGNAL
AND BE OPEN.

FAN SPEED CAN BE OPERATED IN ANY MODE POSITION

NOTE: WHEN IN DEFROST MODE POSITION TURN THERMOSTAT KNOB FULL COUNTER CLOCKWISE AND THEN
CLOCKWISE 1/8 TURN OR UNTIL THERMOSTAT CLICKS ON, THIS WILL GIVE OPTIMUM DEFROST PERFORMANCE.

I ECONO
A/C
HEAT
‘ =
MODE
FAN [ FiGuRE 4 | SWITCH

SWITCH

FOOICENMUR-A REY & 1/2/04, Mira SRAlE SANER B DeaPCRat o o7 B0 8 OF 14 [ — _———
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HEATER HOSE INSTALLATION

*AFTER THE EVAPORATOR IS IN PLACE, RUN 5/8“ HEATER HOSE FROM THE HEATER TUBE NEAREST THE
BLOWER ON THE EVAPORATOR THRU THE FIREWALL OR BEHIND THE KICK PANEL THRU FLOOR TO THE
INTAKE MANIFOLD HEATER CONMNECTION. |INSTALL THE HEATER CONTROL VALVE IN THIS LINE.
(PRESSURE) SEE FIGURE BELOW. (BE SURE TO FOLLOW FLOW ARROW ON HEATER CONTROL VALVE)

*INSTALL 5/8" HEATER HOSE ON THE REMAINING HEATER TUBE, ROUTE HOSE THRU FIREWALL OR
BEHIND KICK PANEL THRU FLOORBOARD AND OUT TO WATER PUMP CONNECTION. (SUCTIOMN)

FILL RADIATOR WITH AT LEAST A 50,/50 MIXTURE OF APPROVED ANTIFREEZE AND WATER. IT IS THE OWNER’S RESPONSIBILITY
TO KEEP THE FREEZE PROTECTION AT THE PROPER LEVEL FOR THE CLIMATE IN WHICH THE VEHICLE IS OPERATING. FAILURE TO
FOLLOW ANTIFREEZE RECOMMENDATIONS WILL CAUSE HEATER CORE TO CORRODE PREMATURELY AND POSSIBLY BURST IN THE
A/C MODE AND/OR FREEZING WEATHER, VOIDING YOUR WARRANTY. CHECK COMPLETE A/C ASSEMELY FOR PROPER OPERATION.
VINTAGE AIR RECOMMENDS THAT ALL A/C SYSTEMS BE SERVICED BY A CERTIFIED AUTOMOTIVE AIR CONDITIONING TECHNICIAN
ONLY. SEE INSIDE COVER FOR SERVICE INFORMATION.

*START ENGINE AND RUN, UNTIL NORMAL OPERATING TEMPERATURE IS REACHED. PLACE SWITCH IN
HEAT POSITION (SEE FIGURE 4, PAGE &), AMD SELECT FAN SPEED DESIRED.

| THE SYSTEM WILL HEAT THE VEHICLE. IMPORTANT: (BE SURE THE ENGINE THERMOSTAT HAS OPENED, AND THE

APPROVED ANTIFREEZE MIXTURE HAS BEEN CIRCULATED THRU THE HEATER CORE BEFORE TESTING THE A/C MODES).

*WHEN VALVE IS CLOSED, INLET SIDE OF YALVE SHOULD BE HOT AND OUTLET SIDE SHOULD
BE COOL. WHEN THE VALVE IS OPEN, BOTH INLET AND OUTLET SIDES SHOULD BE HOT.

EVAPORATOR
UNIT \

HEATER
CONTROL

GROMMETS —

; FOOTDTNURA B2V A [/4/05, M SPACE SAVER ST [WAPTRATOR KT MG § OF 14
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® PUSH THE 5/16" |.D: HOSE ONTO THE STRAIGHT #4 FITTING.
(SEE HOSE ROUTING ILLUSTRATION ON PG. 11}. INSTALL THE FITTING ONTO THE EXPANSION VALVE
(FINGER TIGHT). PUSH THE 1/2" |.D. HOSE ONTO THE STRAIGHT #10 FITTING » AMD INSTALL THE
FITTING ONTO THE #10 LINE ON THE EVAPORATOR. [SEE HOSE ROUTING ILLUSTRATION PG. 1 1].

e AT THIS TIME, TRY TO DETERMINE WHERE YOU WANT YOUR LINES TO GO THRU THE FIREWALL. MOVE
THE HOSES TO THAT POINT. HOLD THE FITTINGS UP TO THEIR RESPECTIVE HOSES, ANMD DETERMINE
IF THE HOSES WILL CONFORM TO THE LOCATION FOR THE BULKHEAD FITTINGS OR OPTIONAL BULK-
HEAD PLATE [VIMTAGE AIR PART #34215-VUQ OR 3421 7VYUQ). THE A" HOSE IS HARD TO BEND AT
A SHARP ANGLE, AND THE FITTINGS TAKE UP A CERTAIN AMOUNT OF SPACE. BEFORE YOU DRILL
HOLES IN YOUR FIREWALL, MAKE SURE THAT YOU CAM MAKE THE HOSES FIT WHERE YOU HAVE

PLANNED. THE ENGINE COMPARTMENT APPEARAMNCE IS A CONSIDERATION WHEN CHOOSING THIS
LOCATION.

o WHEN YOU HAVE DECIDED WHERE YOU WANT TO PLACE YOUR BULKHEAD FITTINGS, MARK THESE
POINTS WITH A GREASE PENCIL, AND MAKE A TEMPLATE FROM THE INSIDE LOCATING WHERE THE
HOLES WILL BE CUT. WITH THIS TEMPLATE, LOCATE THE SAME POINTS ON THE OUTSIDE OF THE
FIREWALL. MARK THESE POIMNTS WITH A GREASE PEMNCIL.

* DETERMINE THE BEST LOCATION FOR THE DRIER THAT WILL ALLOW ADEQUATE ROOM FOR THE
HOSE AMD FITTINGS THAT CONNECT THE DRIER TO THE BULKHEAD FITTING.

= MOUNT THE DRIER. (KEEP THE DRIER CAPPED AS MUCH AS POSSIBLE, IF YOU MUST SCREW THE
FITTING TO THE DRIER, TAPE IT CLOSED).

HOTE: THE DRIER IS USUALLY MOUNTED WHERE YOU HAVE ROOM FOR IT.
JUST REMEMEBER TO MOUNT IT [N THE COOLEST SPOT POSSIBLE AND
WERTICALLY 50 THE SIGHT GLASS 15 DIRECTLY ON TOR (HOT HEXT TO

THE EXHAUST MAMIFOLD), IT CAN BE MOUKTED [NSIDE THE VEHICLE
AS WELL

e AT THIS POINT, CUT HOLES FOR BULKHEAD FITTINGS, AND INSTALL THEM.

* USING THE HOSE ROUTING ILLUSTRATION AS A GUIDE, ROUTE REMAINING A/C LINES, AND
CUT TO LENGTH.

* INSTALL A/C VENTS THAT WILL BE USED AT THIS TIME.

o CEMTER OUTLET: YOU MAY USE THE CENTER PANEL FURMISHED, OR YOU CAMN MOUNT THE
VENTS IN DASH. IF YOU USE THE CONTROL PAMEL, THE TOF MOUNTING LIP SHOULD BE BACK

" x 4" FROM LOWER LEADING EDGE OF DASH. LOCATE THE 2'4” |.D. HOSE, AND ROUTE FROM
THE DASH VENTS TC THE EVAFORATOR.

» AT THIS TIME, YOU SHOULD HAYE THE REFRIGERATION HOSES CUT TO THEIR PROPER LENGTH. PAY
CLOSE ATTENTION TO THE ORIENTATION OF ANY HOSE WITH TWO ANGLED FITTINGS. AMNY HOSE WITH TWO ANGLED EIT-
TINGS MUST BE MARKED FROM THE HOSE TO THE FITTINGS TO ASSURE THEY WILL REMAIN IN THIS

POSITION AFTER CRIMPING. THE RUBBER HOSE IS ONLY CAPABLE OF A MINIMAL AMOUNT OF
TWIST TO AID ALIGNMERMT,

» REMOVE HOSES AMD CRIMP EMDS. IF YOU DO MOT HAVE ACCESS TO THE PROPER EQUIPMENT,

YOU MUST TAKE THEM TO A QUALIFIED A/C SERVICE CENTER FOR CRIMPING. (SEE CRIMPING
INSTRUCTIONS SUPPLIED WITH THE HOSE KIT).

* WITH THE EVAPORATOR TRIAL FIT COMPLETE, YOU MAY REMOVE UNIT AND LOWER IN VEHICLE.
* AFTER CRIMPING HOSES, LOCATE THE #6 A/C HOSE WITH THE STRAIGHT FITTING. LUBRICATE A

#6 A/C O'RING AND THE THREADS ON THE FITTING, AND INTSTALL ON THE EXPANSION VALVE
TIGHTEM CAREFULLY, REFER TO FIGURES 3 & 3A, PAGE 7.

» LOCATE THE #10 A/C HOSE WITH THE STRAIGHT FITTING. LUBRICATE A #10 O'RING AND THE
THREADS OM THE FITTING, AMD INSTALL OM THE #10 LINE OF THE EVAPORATOR. TIGHTEM
CAREFULLY. REFER TO FIGURES 3 & 3A, PAGE 7

s WRAP THE #10 FITTING WITH PRESS TAPE, AND COVER ALL EXPOSED METAL SURFACES (DO NOT
WRAP THE #6 HOSE, FITTING, OR THE HEATER CORE TUBES). SEE FIGURE 3, PAGE 7.

10
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AIR

WIRING/VACUUM DIAGRAM
HEAT & COOL

YELLOW

RED

ORAMNGE

ORAMNGE

ﬂ
— _PLUGGED
87 Wie 87 TOGETHER
WHITE 870 Fo
o o L
‘ 30 |crounD 30 =
= e WHITE
= POWER IS — PURPLE GROUND
GROUND RELAY RED # CONNECT TO
KEY ON IGNITION
SOURCE
it (SAMP FUSE)
BLACK WHITE ";
AT = aram
HEATER GROUND @ |50 1 parreey o
Rt BATTERY TERMINAL
BAT. ON REGULATOR,
HEATER  RED Lo ALTERNATOR, OR
CONTROL STARTER SOLENOID.

WALNE

EMGIME
VYACULM - 10y [NTAKE MAMIFOLD

VaCUUM SOURCE

OPTIONAL YACUUM RESERYOIR
VINTAGE AIR PART#31200-VUS

WIRES = @ ]

WACLILIM
LINES = memoae i
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= z"\]l 5
COLDER CLOCKWISE ADIUSTABLE
THERMOSTAT Lt 2
[TYPICAL

ADJUSTABLE KNOB
(TYPICAL)

S Ara Ay WARMER COUNTER CLOCKWISE e
igEE EVAFPORATOR

EVAPORATOR
COoIL

AIR CONDITIONING ADJUSTMENTS:

® THE AIR CONDITIOMER THERMOSTAT CONTROLS COIL TEMPERATURE, IT IS SHIPPED ADJUSTED FULLY
COLD [CLOCKWISE), IN THE MAIORITY OF CASES THE A/SC WILL OPERATE CORRECTLY AS SHIPPED

@ TURNING THE KMOB ON THE THERMOSTAT TO THE RIGHT (CLOCKWISE) MAKES THE SYSTEM OPERATE
COLDER. [F THE THERMOSTAT 15 SET TOO COLD THE EVAPORATOR WILL "ICE UP® - THE EVAPORATOR
COIL IS RESTRICTED WITH ICE AND COLD AIR FLOW WILL BE REDUCED.

® TURNING THE KNOB TO THE LEFT {COUNTER CLOCKWISE) MAKES THE SYSTEM GPERATE WARMER.
THE COMPRESSOR CLUTCH WILL CYCLE OFF FREQUENTLY AND THE A/C SYSTEM WILL NOT GET AS
COOLASIT COULD,

ADJUSTING A/C THERMOSTAT

1.) SYMPTOM: THE A/C WORKS WELL AT FIRST THEN QUITS COOLING. THE AIR FLOW FROM THE
VENTS iS5 LOW AND THE COMPRESSOR CYCLES INFREQUENTLY.

SOLUTION: THE THERMOSTAT IS SET TOO COLD AND THE EVYAPORATOR IS "ICING UP" AND
RESTRICTING AIR FLOW. ALLOW THE ICE TO MELT AMD SET THE THERMOSTAT WARMER [COUNTER
CLOCKWISE] 10% OF A TURM EACH ADJUSTMENT UNTIL THE SYMPTOMS DIMIMISH.

2.) SYMPTOM: A/C NEVER GETS COLD AND THE COMPRESSOR CLUTCH CYCLES FREQUERNTLY.

SOLUTION: THE THERMOSTAT IS SET TOO WARM. SET THE THERMOSTAT COLDER [CLOCKWISE)
10% OF A TURN EACH ADJUSTMENT UNTIL THE COMPRESSOR CLUTCH CYCLES INFREQUENTLY.
AYOID SETTING THE THERMOSTAT TOO COLD.

3.) SYMPTOM: THE A/C NEVER GETS COLD, SOMETIMES EVEN BLOWS HOT, AND THE A/C COMPRESSOR
CLUTCH INFREQUENTLY CYCLES OFF
SOLUTION: THE HEATER MAY BE ON AT ALL TIMES. CAREFULLY FEEL AROUND THE HEATER HOSES
AT THE FIREWALL. THEY SHOULD BE COLD WHEM THE A/C IS OM. IF THE HOSES ARE HOT THEM:
A} - THE HEATER CONTROL VALVE MAY BE INSTALLED BACKWARDS. CHECK THE FLOW DIRECTION
ARROW ON THE VALVE AGAINST THE ILLUSTRATION IN YOUR INSTALLATION INSTRUCTIONS
B) - IF CABLE OPERATED: THE VALVE MAY BE MISADJUSTED.
C} - IF VACUUM OPERATED: IT MAY BE GETTING VACUUM AT ALL TIMES {CHECK ELECTRIC SOLENCID).

13
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A

EVAPORATOR KIT
01000-QUX-A
EVAPORATOR KIT PACKING LIST ek
No. QTY. PART No. DESCRIPTION
1. 1 55302-YUE-A EVAPORATOR SUBCASE
2 1 63250-YUE | KKIT
3. 8 06250-YUE 2 1/2" DUCT HOSE
4. 1 63512-KUB EVAPORATOR MTG. KIT
3 1 CONTROL PANEL w/ WIRING
&. 1 ——— VENTS
OPTIONAL VENTS
OPTIONAL VENTS
CHECKED BY:
PACKED BY:
DATE:
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